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ANNEX II + III :  TECHNICAL SPECIFICATIONS + TECHNICAL OFFER 
 
Instead of: 
 
LOT N° 10   Complex laboratory furniture including tables, storage cabinets, fume cupboards, tables for balances, laboratory dish-washer 
 

1. 
Item 

Number 

2. 
Specifications Required 

3. 
Specifications Offered 

4.  
Notes, remarks,  

ref to documentation 

5. 
Evaluation 

Committee’s notes  

9 Fume cupboard B                         4 unit         
 

 Fume cupboard for general use, width 
1500mm., depth  900mm., height 2550 
mm. (for ceiling height min. 2800 mm.). 
Working surface from monolit ceramics. 
Fume cupboard must have water and gas 
connection, sink on the left side and  
power ports on the inside, electricity 
connection 4 x 220V with switches 
outside of the fume cupboard . On the 
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front side of the fume cupboard  in the 
same level as working surface there are 
4 power ports (220V), two of them on 
the right side and two of them on the left 
side and between them there is sliding 
shelf with ABS guides. Working surface 
at the height of 900mm from floor. 
There must be anti- explosive light. 
Fume cupboard  must be equipped with 
automatic front door closing ih there is 
nothing going on for 45-55 sec.  Front 
doors can be lifted up and down by 
electro motor on two preprogramed 
levels, working and service i  (according 
to EN14175 part 3.) and it must be made 
from thick safety glass. In the inside of 
the  fume cupboard  there are holders for 
installing lab. equipment. Fume 
cupboard must come with display 
showing current quantity of air flow 
(m³/h) 
-closing of front doors, 
 

Fume cupboard must completely satisfy all 
European standards (EN 14175 part.1, 2 and 3). 
Fume cupboard must be ventilated with help of 
external ventilator Ø200mm. Under the fume 

cupboard there must be a Acid and Base cabinet 
made of PP.  

 
 
 



Should read: 
 
LOT N° 10   Complex laboratory furniture including tables, storage cabinets, fume cupboards, tables for balances, laboratory dish-washer 
 

1. 
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Number 

2. 
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3. 
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4.  
Notes, remarks,  
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5. 
Evaluation 

Committee’s notes  

9 Fume cupboard B                         4 unit         
 

 Fume cupboard for general use, width 
1200mm., depth  900mm., height 2550 
mm. (for ceiling height min. 2800 mm.). 
Working surface from monolit ceramics. 
Fume cupboard must have water and gas 
connection, sink on the left side and  
power ports on the inside, electricity 
connection 4 x 220V with switches 
outside of the fume cupboard . On the 
front side of the fume cupboard  in the 
same level as working surface there are 
4 power ports (220V), two of them on 
the right side and two of them on the left 
side and between them there is sliding 
shelf with ABS guides. Working surface 
at the height of 900mm from floor. 
There must be anti- explosive light. 
Fume cupboard  must be equipped with 
automatic front door closing ih there is 
nothing going on for 45-55 sec.  Front 
doors can be lifted up and down by 
electro motor on two preprogramed 
levels, working and service i  (according 
to EN14175 part 3.) and it must be made 
from thick safety glass. In the inside of 
the  fume cupboard  there are holders for 
installing lab. equipment. Fume 
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cupboard must come with display 
showing current quantity of air flow 
(m³/h) 
-closing of front doors, 
 

Fume cupboard must completely satisfy all 
European standards (EN 14175 part.1, 2 and 3). 
Fume cupboard must be ventilated with help of 
external ventilator Ø200mm. Under the fume 

cupboard there must be a Acid and Base cabinet 
made of PP.  

 
 



TECHNICAL SPECIFICATIONS – Evaluation Grid 
 
Instead of: 
 
LOT N° 10   Complex laboratory furniture including tables, storage cabinets, fume cupboards, tables for balances, laboratory dish-washer 
 

1. 
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Number 

2. 
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3. 
YES 

4.  
NO 

9 Fume cupboard B                         4 unit        
 

 Fume cupboard for general use, width 
1500mm., depth  900mm., height 2550 
mm. (for ceiling height min. 2800 mm.). 
Working surface from monolit ceramics. 
Fume cupboard must have water and gas 
connection, sink on the left side and  
power ports on the inside, electricity 
connection 4 x 220V with switches 
outside of the fume cupboard . On the 
front side of the fume cupboard  in the 
same level as working surface there are 
4 power ports (220V), two of them on 
the right side and two of them on the left 
side and between them there is sliding 
shelf with ABS guides. Working surface 
at the height of 900mm from floor. 
There must be anti- explosive light. 
Fume cupboard  must be equipped with 
automatic front door closing ih there is 
nothing going on for 45-55 sec.  Front 
doors can be lifted up and down by 
electro motor on two preprogramed 
levels, working and service i  (according 
to EN14175 part 3.) and it must be made 
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from thick safety glass. In the inside of 
the  fume cupboard  there are holders for 
installing lab. equipment. Fume 
cupboard must come with display 
showing current quantity of air flow 
(m³/h) 
-closing of front doors, 
 

Fume cupboard must completely satisfy all 
European standards (EN 14175 part.1, 2 and 3). 
Fume cupboard must be ventilated with help of 
external ventilator Ø200mm. Under the fume 

cupboard there must be a Acid and Base cabinet 
made of PP.  

 
Should read: 
 
LOT N° 10   Complex laboratory furniture including tables, storage cabinets, fume cupboards, tables for balances, laboratory dish-washer 
 

1. 
Item 

Number 

2. 
Specifications Required 

3. 
YES 

4.  
NO 

9 Fume cupboard B                         4 unit        
 

 Fume cupboard for general use, width 
1200mm., depth  900mm., height 2550 
mm. (for ceiling height min. 2800 mm.). 
Working surface from monolit ceramics. 
Fume cupboard must have water and gas 
connection, sink on the left side and  
power ports on the inside, electricity 
connection 4 x 220V with switches 
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outside of the fume cupboard . On the 
front side of the fume cupboard  in the 
same level as working surface there are 
4 power ports (220V), two of them on 
the right side and two of them on the left 
side and between them there is sliding 
shelf with ABS guides. Working surface 
at the height of 900mm from floor. 
There must be anti- explosive light. 
Fume cupboard  must be equipped with 
automatic front door closing ih there is 
nothing going on for 45-55 sec.  Front 
doors can be lifted up and down by 
electro motor on two preprogramed 
levels, working and service i  (according 
to EN14175 part 3.) and it must be made 
from thick safety glass. In the inside of 
the  fume cupboard  there are holders for 
installing lab. equipment. Fume 
cupboard must come with display 
showing current quantity of air flow 
(m³/h) 
-closing of front doors, 
 

Fume cupboard must completely satisfy all 
European standards (EN 14175 part.1, 2 and 3). 
Fume cupboard must be ventilated with help of 
external ventilator Ø200mm. Under the fume 

cupboard there must be a Acid and Base cabinet 
made of PP.  

 


